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FASTBIND C400



FLEXIBLE CREASING MACHINE 

FASTBIND’s C400 manual creasing machine is optimized to work 

in conjunction with perfect binding machines. The C400 makes the 

crease using a precision creasing bar and works with almost any 

paper/card up to 400 g/m² (or 220 lb index stock).

Special step-shape guides enable you to make up to 4 creases without 

re-adjusting the machine. The C400’s versatility and consistent pres-

sure guarantee a sharp regular crease in card, paper, PVC coated 

cardboard, and numerous other materials.

TWO ALIGNMENT GUIDES

FASTBIND’s C400 is developed specially to crease book covers and 

cards for Print On Demand environment. With two alignment guides, 

you can make two different set-ups for the dimensions you want to 

use. (For example to fold A4 size sheet into a three-sided pattern, or 

to make four creases for a book cover).

ADJUSTABLE CREASING POWER

Although manually operated, you can adjust the C400 to consistently 

give a harder or softer crease using the adjusters located under the 

creasing bar.

Easy setup

User friendly handle

Two alignment bars

Adjustable creasing power

V E R S A T I L E   A P P L I C A T I O N S :  B O O K  C O V E R S  •  C A R D S  •  L E A F L E T S
Manufacturer:

Maping Co, Atomitie 5 F, 00370 HELSINKI, FINLAND
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SPECIFICATIONS 

 Europe USA

Max. creasing thickness  Up to 400 g/m² Up to 225 index

Max. creasing width  Up to 400 mm 15.74”

Machine dimensions WxDxH  54 x 60 x 13 cm 21.3” x 24” x 5”

Box dimensions WxDxH  59 x 67 x 17,5 cm 23.2”x 26.4”x 6.7”

Need of table space  54 x 61 cm 21.3” x 24”

Net weight  13 kg 28.7 lbs
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